SIGN PUNCHING, STRINGER AND SUPPORT LOCATION
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46" Sign supports
T T o5 o 1Y K ﬁiiﬁiii 7‘
- N o R S o Ce ZPN, T
‘ 2L§gor;gizy‘ {Tﬁ AIW ‘
| 1 I I
% ‘ Stringer ‘ ‘ ‘ %
L 46"
ﬁ/k NS T A
L o/ 1 | \ © / |
28" ATI
/
V
18" 24" A 18" 12" v 18" s 18" 12"
L i e e -
2 Posts 3 Posts
ASSEMBLY NO. 6
24" N s
4 kﬁ ~ ml C;{ii“jgf‘f‘ﬁ ~N ml
_ /l - ot
Sign — 1%}
suDDOF*~\\\\\\J ‘ 5 ‘ { ‘ Sign —
:o g’ ‘Cg‘ :o support
| A RIS R
‘ %]
S P s i
- J \ |— T
;r A
E;L 12" 4;”
1 Post 2 Posts
ASSEMBLY NO. 9
Sign
/44444474444447r7suppor#s
s Sign ~N e N
{supporfs\ﬁ A 4; 4_‘
Ho — — o O Ho — — o — O
[T I IR
0
|| [ 2 I N
=
] I SN
34" ‘ 34"
pEC N <, No o o
T I
\‘\ \‘J \‘\ \‘ \‘/
Giﬁ 24" &L’ 6££ wz”Eﬁ WZ/EL”
2 Posts 3 Posts

ASSEMBLY NO. 11

157

1 Post

3
AAT

J v
o

Stringers

NOTES:

D—=154=2"7

T See standard D-754-24 for mounting details.

2. The minimum sign backing material thickness shal
be 0.100 inch.

3. Perforated square tube stringer shall be 115" x 11,7,

4. All holes shall be punched round for 34" bol+t.
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originally issued

and sealed by

10-1-86
REVISIONS
DATE CHANGE
05-01-92 General revisions
07-14-95 46" Stringer
04-02-01 Layout revision
10-13-04 Note revisions
12-01-04 PE Stamp added

MARK S GAYDOS,
Registration Number
PE-4518,
on 12/01/04 and the
original document
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